
FE

II-B

        CHAPTER 5 (SECTIONS 504.2, 506); CHAPTER 9 (SECTIONS 903 & 907)

BUILDING IS SPRINKLERED

9) OCCUPANT LOAD

BUILDING IS SPRINKLERED

11) REQUIRED FIRE RESISTANCE OF THE BUILDING ELEMENTS FOR "TYPE II B" CONSTRUCTION

12) FIRE RESISTANCE RATING REQUIREMENTS FOR EXTERIOR WALLS
BASED ON FIRE SEPARATION DISTANCE

(TABLE 602)

8) AREA

14) REQUIRED SEPERATION OF OCCUPANCIES  (HOURS)

13) FIRE RESISTANCE RATING REQUIREMENTS FOR BUILDING ELEMENTS:

15) ROOF COVERING MATERIAL

                 ALLOWABLE:  CLASS C              ACTUAL: CLASS A ROOF ASSEMBLY

A MANUAL FIRE ALARM SHALL BE INSTALLED IN ACCORDANCE WITH
THE PROVISIONS OF THE 2009 IBC AND NFPA 72 SECTION 907

7) STORIES

6) HEIGHT

5) FIRE ALARM:

4) FIRE SPRINKLERS:

3)

2) OCCUPANCY CLASSIFICATION:

1) CODE YEAR/ TYPE:

ACTUAL:  35'-0"
MAX. ALLOWABLE: 75'-0" (INCREASE 20'-0" FOR AUTOMATIC SPRINKLERS)

ALLOWABLE: 2 STORY + 1 STORY (Sprinkler Increase)= 3 STORIES

 ACTUAL:  2 STORY

ALLOWABLE:  35,625 SF

AREA MODIFICATIONS

Aa = {At+ [At x If ] + [At x Is]}

Aa = {9,500SF + [9,500SF x 0.75] + [9,500SF x 2]}

Aa = {9,500SF + [7,125SF] + [19,000SF]}

Aa = 35,625 SF

 ACTUAL:  16,596 SF

 At = 9,500 SF

  Is = 2

  If  = [ F / P- 0.25] x W/ 30

  F= 585'-0"

 W= 30

  P= 585'-0"

 If = [ F / P- 0.25] x W/ 30

 If = [ 585' / 585'- 0.25] x 30/ 30

 If = [ 1- 0.25] x 1

If = [ 0.75] x 1

If = 0.75

A.  TOTAL OCCUPANT LOAD:   273

LEVEL 1 OCCUPANT LOAD 202
LEVEL 2 OCCUPANT LOAD 71

REFER TO EXITING PLANS ON SHEET GI003 & GI004 FOR MORE INFORMATION

OCCUPANT LOAD

273 OCCUPANTS

EXIT CORRIDORS
SHAFT ENCLOSURES
STAIR ENCLOSURES

18) I.E.C.C. COMPLIANCE REPORTS:

REFER TO ELECTRICAL DRAWINGS FOR REFERENCE

19) PARKING AND SITE DATA:

REFER TO SITE PLAN

16)

MINIMUM NUMBER OF EXITS REQUIRED PER
OCCUPANT LOAD (2 EXITS PER 1- 500 OCCUPANTS)

17)
          REFER TO STRUCTURAL DRAWINGS FOR ADDITIONAL INFORMATION

B. OUTPATIENT CLINIC & OFFICES

2615 E. CLINTON AVENUE

FRESNO, CA 93703

FIRE SEPARATION DISTANCE

X < 5

5 < 10

10 < 30

X > 30

TYPE OF CONSTRUCTION

ALL

II -B

II -B

II -B

GROUP B

1-HOUR

1-HOUR

NON-RATED

NON-RATED

NON-RATED

NON-RATED

NON-RATED

NON-RATED

NON-RATED

NON-RATED

NON-RATED

STRUCTURAL FRAME -

BEARING WALLS-

          EXTERIOR

          INTERIOR

NON-BEARING WALLS AND PARTITIONS-

          EXTERIOR (TABLE 602)

          INTERIOR

FLOOR CONSTRUCTION-

          (INCLUDING SUPPORTING BEAM AND JOISTS)

ROOF CONSTRUCTION-

          (INCLUDING SUPPORTING BEAM AND JOISTS)

2 EXITS REQUIRED PER STORY
LEVEL 1-  3 EXITS PROVIDED
LEVEL 2-  2 EXITS PROVIDED

BUILDING CLASSIFIED AS NONSPERATED OCCUPANCY PER 508.3

OCCUPANCY SEPARATION NOT REQUIRED PER 508.3.3

BASIS OF DESIGN:  2 STORY BUILDING

BUILDING CODE: 2009 INTERNATIONAL BUILDING CODE (IBC)

MECHANICAL CODE: 2012 INTERNATIONAL MECHANICAL CODE
PLUMBING CODE: 2012 INTERNATIONAL PLUMBING CODE
ELECTRICAL CODE: 2011 NATIONAL ELECTRICAL CODE
ENERGY CODE: 2012 INTERNATIONAL ENERGY CONSERVATION CODE (IECC) 2012 & ASHRAE/IESNA STANDARDS 90.1
FIRE PROTECTION: 2012 INTERNATIONAL FIRE CODE

2012 EDITION OF NFPA 101
2012 DEPARTMENT OF VETERANS AFFAIRS FIRE PROTECTION DESIGN MANUAL (FIFTH EDITION)
CALIFORNIA STATE FIRE MARSHALL'S REGULATIONS

ACCESSIBILITY: UNIFORM FEDERAL ACCESSIBILITY STANDARDS (UFAS) & BARRIER FREE DESIGN GUIDE.

LAVATORIESWATER CLOSET

244.54.54.5

133
(147)

4

(147)

4
1 PER 100

1 PER 40 FOR
THE FIRST 80
AND 1 PER 80

FOR THE
REMAINDER
EXCEEDING

80

1 PER 25 FOR
THE FIRST 50
AND 1 PER 50

FOR THE
REMAINDER
EXCEEDING

50

1 PER 25 FOR
THE FIRST 50
AND 1 PER 50

FOR THE
REMAINDER
EXCEEDING

50

273

TOTAL  PROVIDED

SERVICE
SINK

DRINKING
FOUNTAINWOMENMENRATIOWOMENRATIOMENRATIO

OCCUPANT
LOAD

OCCUPANCY

TOTAL NUMBER OF REQUIRED FIXTURES

BUSINESS

(B)

5.5

3

PLUMBING FIXTURE COUNT CALCULATIONS (PER I.B.C. 2009 TABLE 2902.1):

    GROUP B

SPECIAL INSPECTIONS REQUIRED

10) EGRESS

REFER TO EXITING PLANS ON SHEET GI003 & GI004 FOR MORE INFORMATION

TRAVEL DISTANCE 300 FEET  (IBC 1016.1)

COMMON PATH OF EGRESS TRAVEL 100 FEET  (IBC 1014.3)
EXIT PASSAGEWAYS   44" MIN.  (IBC 1023.2)
CORRIDOR WIDTH   44" MIN. (IBC 1018.2)
DEADEND CORRIDOR   50 FEET (IBC 1018.4)
STAIRWAY WIDTH   44" MIN. (IBC 1009.1)
NUMBER OF EXITS   2 (IBC 1021.1)
DISTANCE BETWEEN EXITS   1/3 DIAGONAL DISTANCE (IBC 1015.2.1)
EGRESS WIDTH   0.3 STAIRWAYS (IBC 1005.1)

  0.2 OTHER COMPONENTS (IBC 1005.1)
AREA OF REFUGE   NOT REQUIRED (IBC 1007.3)

TYPE OF CONSTRUCTION:

CHAPTER 9 (SECTIONS 907)

CHAPTER 3 (SECTIONS 302 & 304)

CHAPTER 6 (SECTIONS 602)

CHAPTER 5 (SECTIONS 503,504.2, TABLE 503)

CHAPTER 5 (SECTIONS 503,504.2, TABLE 503)

CHAPTER 5 (SECTIONS 503, 506.3, TABLE 503)
*AREA MODIFICATION BASED ON A-3 OCCUPANCY
AND 508.3.3 NON-SEPERATED OCCUPANCIES

CHAPTER 10 (SECTIONS 1004, TABLE 1004.1.1)

CHAPTER 10 (SECTIONS 1021, TABLE 1021.1)B. NUMBER OF EXITS

CHAPTER 6 (TABLE 601)

CHAPTER 15 (TABLE 1505.1)

CHAPTER 10

CHAPTER 17 (TABLE 1704.3 & 1704.4)

CHAPTER 5 (TABLE 508.4)

NON-RATED 
1-HOUR
NON-RATED

(TABLE 1018.1)
(SECTION 713.4)

(SECTION 1020.1.9)

FIRE-RESISTANT RATING REQUIREMENTBUILDING ELEMENT

MACHINE

1C05

ELEVATOR

1
A

0
3

SHELL SPACE
(UNOCCUPIED)

5

DATA

2C05

HK

2A06

ELEVATOR

2
A

0
6

SHELL SPACE
(UNOCCUPIED)

5

T 559 322 2444/ www.hmcarchitects.com

1827 E. Fir Avenue / Studio 103 / Fresno, CA 93720
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GI002

CODE ANALYSIS 570-217

2615 E. CLINTON AVE, FRESNO, CA 93703

Mental Health Psychosocial
Rehab Recovery and Health Care
for Homeless Veteran Center

08/11/2014 AuthorChecker

NTS

(CODE) IBC 2013 - Table 1004.1.1 - Maximum Floor Area Allowances Per Occupant

Function of Space

Square
Foot Per
Person Occupancy Square Foot Type

Accessory Storage Area, Mechanical Equipment Room 300 gross

Assembly Concentrated (chairs only - not fixed) 7 net

Assembly Standing Space 5 net

Assembly Unconcetrated (tables and chairs) 15 net

Assembly with Fixed Seats 0 See Section 1004.7

Business Areas 100 gross

N/A - Circulation 0 gross

N/A - Outdoor Space 0 gross

N/A - Restrooms/Janitor 0 gross

N/A - Vestibules 0 gross

(CODE) Use and Occupancy Classification - Chapter 3

Occupancy Classification Occupancy Name

A-1 Assembly Group A

A-2 Assembly Group A

A-3 Assembly Group A

A-4 Assembly Group A

A-5 Assembly Group A

B Business Group B

S-1 Storage Group S

S-2 Storage Group S

U Utility and
Miscellaneous Group U

Table 1015.1 SPACES WITH ONE MEANS OF EGRESS

Occupancy Table 1015.1 Maximum Occupancy Load

A 49

B 49

S 29

U 49

BUILDING CODE ANALYSIS A1
NTS

A2OCCUPANT LOAD SPACES WITH ONE MEANS OF EGRESS

NTS

A3USE AND OCCUPANCY CLASSIFICATION

NTS

A4

GENERAL NOTES

 1/8" = 1'-0"

A5DEDUCTIVE ALT #19 - EXITING ANALYSIS

FIRST FLOOR SECOND FLOOR


